
Seating Capacity: Main floor 

Proscenium opening:………………………

Grid height:………………………………...

Apron lip to Plaster Line (0’-0”):

Plaster Line to back wall (Hard Cyc):….....3

Apron lip to House Curtain:………………

For more information see Stage Dimension Drawing D

Rear wall of stage is a hard cyc of sand

Stage floor is sprung red oak with ebony stain. No scr

There are no stage traps. 

 

Rigging: 

Line Sets:……………………32 (J. R. Clancy T

Capacity:……………………1000#

Battens:……………………..50’ long, 1

Lock Rail: stage right at stage l

 

Soft Goods: 

Blue Valance: 44’w x 8’h, 50% full

Blue House Curtain(Grand): 2/26’ w x 

Gold “Olio, In-one, Speaker’s” curtain: 2/26’ w x 23’6

Mid-stage Black traveler curtain:

Rear Black traveler curtain: 2/26’ w x 23’6”h, 50% full, 25 oz. velour

4 pair Black leg curtains: 2/16’w x 23’6”h, flat, 25 oz velour. All on individuall

tracks. 

4 Black border curtains: 50’0”w x 7’0”h, flat, 25 oz. velour

1 white sharks tooth scrim: 50’0”w x 23’6”h.

1 Projection Screen: 20’0”w x 15’0”h, Matte white. On batten #10, 8’8” upstage of plaster 

line. 

 

Orchestra Pit: Fixed, 52’w x 16

Can accommodate 50+ musicians with chairs, stands and instruments. (There is NO 

piano) 

An on-stage piano (grand or console) for concerts can be arranged through the Music 

Department. 

 

Loading door: 8’0”w x 10’6”h, 

Dock #4). 

 

Road Show Power:  

1-208Y/120 volts, 3-phase 4 wire, 200A per leg, Upstage right.

1-208Y/120 volts, 3-phase 4 wire, 100A per leg, Downstage right.

 



Lighting: 



Microphones/DI: 

4 – Shure SM58 

5 – Shure SM57 

4 – E-V RE11 

2 – E-V PL80 

1 – Sennheiser E815S 

1 – E-V 635A 

2 - Shure SM81 recording mics 

3 - Crown PCC-160 

3 - Audio Technica AT853 hanging mics 

1 – Audio Technica AT857 mounted on Lectern 

4 – Direct Boxes (passive) 

 

Wireless Systems: 

8 – Audio Technica 3000 UHF systems with MT830 body mics. 

4 – Audio Technica 3000 UHF systems with ATW-T341 handheld vocal mics. 

1 – Audio Technica ATW-R11 VHF with ATW-T28 handheld vocal mic. 

Assisted Listening System: RF, Telex ST200 w/4 receivers available. 

Auxiliary mixers available : Mackie 1402VLZ, Mackie 1202VLZ 

 

Lecture Sound System: 

Monaural system accesses center speaker cluster. 

12 Channel mixer and Tascam CD/iPod player in Stage Manager’s Desk.  

12 Microphone jacks distributed around stage and house.  

Totally separate from Main Sound System. (Except for speakers.) 

 

Dressing Rooms: 

Under stage, one flight down. Elevator nearby. 

Room 17A: 264 sq. ft., 8’ make-up counter with mirrors and lights. Toilet and sink. 

Room 17B: 487 sq. ft., make-up mirrors and lights. 

Room 17C: 410 sq. ft., 8’ make-up counter with mirrors and lights. 

Room 17D: 387 sq. ft., 8’ make-up counter with mirrors and lights. Toilet and sink. 

Lobby space between rooms: 177 sq. ft. 

Program/Paging speakers in all areas allow occupants to hear activity on stage and receive 

paging announcements from stage manager. 

Video monitor in lobby area displays full stage activity. 

Public toilets nearby. 

 

 

Office of Campus Facilities: 513 244-4327 

09.05.17 


